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September 17 ,2A12lr.æñFpres*ffii*cffir çí?r&'

Mr. David Siddons, Project Coordinator, LEED AP
Sau nders Architects-Engineers
5105 DTC Parkway, Suite 250
Greenwood Village, CO 80111

RE: LimitedAsbestosSurvey/lnspection
Audie L. Murphy VA Hospital
2nd Floor Nuclear Medicine
7400 Merton Minter
San Antonio, TX
PSI Project No.: 0435-1'1 98

Dear Mr. Siddons,

On August 28,2A12, Mr. Joe Leal, a Texas Department of State Health Services licensed
Asbestos lnspector (DSHS License No. 602035) wíth Professional Service lndustries, lnc.
(PSl) coltected 42 bulk samples of suspect asbestos-containing materials (ACM) from the
proposed 2nd floor Nuclear medicine suites and the interstitial space above at the Audie
Murphy Memorial Veterans Administration Hospital located at 74OO Merton Minter in San
Antonio, Texas. The suspect building materials included, various HVAC duct mastiÇ,2'x4'
ceiling tiles, spray-applied fire proofing, mail chute coating, pipe fitting debris, various
drywall/joint compound systems, various 12"x12" floor tile and associated mastics and
coveþase and associated mastic material. Asbestos was identified in the pipe coating of the
chilled water and roof drain lines in the interstitial space, and in the 12x12 floor tile and
associated mastic.

The þulk samples were collected in accordance with Texas DSHS regulations. The bulk
samples collected were analyzed in PSI's laþoratory using polarized light microscopy with
dispersion staining (PLMIDS). Analytical results are included as an attachment. The
analytical results and a description of the suspect ACBM is provided in the following table,

Pro Nuclear Medicine Suites

llomo-
Area-

Materíal Description/Location Classification
Fri¿ble/
Non-,

f'riable

Sample
Number¡ Percent Asbestos

01 Spray-applied
fireproofing/Structural beams

in interstitialsoace

Surfacing Friable N-01,
N-02,
N-03

NAD

a2 Beige HVAC duct seam
masticilnterstitial space

Miscellaneous Non-
friable

N-04, N-
05,N-06

NAD

03 Ma il chute coating/l nterstitial
space

Miscellaneous Non-
friable

N-07,N-08,
N-09

NAD

a4 Pipe fitting insulation
debris/lnterstitial space

ThermalSystem
lnsulation

Friable N-10,N-11,
N-12

NAD

Professional Service lndustries. Three Bunvood Lane. San Antonio.Texas.78216.Phone 2101342-9377.Fax2101342-9401



Hsmo.
Area

Msf erial Descripfiou/Loeation Clasrific¿tion
Friable/

Non-
tr'riable

Sample
Numbé*

Percent Àcbestgs

05 Pipe coating on CW and roof
drain lines/lnterstitial space

ThermalSystem
lnsulation

Non-
friable

N-13,N-14,
N-15

3%CH

06 3'exhaust pipe
insulation/l nterstitial space

ThermalSystem
Insulation

Non-
friable

N-16,N-17,
N-18

NAD

07 White HVAC Seam Mastic/
main HVAC trunk line

ThermalSystem
lnsulation

Non-
friable

N-19,N-20,
N-21

NAD

08 2'x4' Fissure ceiling tilel2""
floor

Miscellaneous Friable N-22,N-23,
N-24

NAD

09 Drywall/ joint compound/
Rooms 248-214

Miscellaneous Non-
friable

N-25,N-26, N-
27

DrywalI-NAD
Joint cmpd.-NAÐ

10 White covebaseimastic Miscellaneous Non-
friable

N-28,N-29,
N-30

Covebase-NAD
Mastic.-NAD

11 12"x12" Light green floor tile
and associated mastic

(includes a very small amount
of black mastic)

Miscellaneous Non-
friable

N-31,N-32, N-
33

Floortile-NAD
Mastic.-<1%CH

12 12"x12" Streaked floor tile and
associated mastic

Miscellaneous Non-
friable

N-34,N-35,
N-36

Floortile-2%CH
Mastic.4%CH

13 Black covebase/mastic Miscellaneous Non-
friable

N-37,N-38,
N-39

Covebase-NAD
Mastic.-NAD

14 D rywal lljoint compound/2""
floor-K 200 rooms

Miscellaneous Non-
friable

N-40,N41,
N-42

Drywall-NAD
Joint cmpd.-

<1%CH
CH = Chrysotile Asbestos NAD = No Asbestos Detected

Professional Service lndustries, lnc. (PSl) appreciates the opportunity to assist you with your
renovation projects. lf you should have any questions concern¡ng the information provided,
please do not hesitate to contact us at (210) 342-9377.

Respectfully submitted,

Professional Service lndustries, lnc.

- .r17 o

14'ffi""--
Guy L. Roberts
PrincipalConsultant, DSHS AIC # 105465

Attachments: Warranty
Laboratory Results
Texas DSHS Licenses



Warranty

The field and laboratory results reported herein are considered sufficient in detail
and scope to determine the presence of accessible andlor exposed suspect
asbestos-containing building materials (ACBM) for the renovation activities in
accordance with the authorized scope of services. Professional Service lndustries,
lnc. (PSl) warrants that the findings contained herein have been prepared in
general accordance with accepted professional practices at the time of its
preparation as applied by similar professionals in the community. Changes in the
state of the art or in applicable regulations cannot be anticipated and have not been
addressed in this report.

Test results are valid only for the materials tested. There is a distinct possibility that
conditions may exist which could not be identified within the scope of the study or
which were not apparent during the site visit. This inspection covered only those
areas that were exposed and/or physically accessible to the inspector. The study is
also limited to the information available from the client at the time it was conducted.

As directed by the client, PSI did not provide any service to investígate or detect
the presence of moisture, mold or other biological contaminates in or around any
structure, or any service that was designed or intended to prevent or lower the
risk of the occurrence of the amplification of the same. Client acknowledges that
mold is ubiquitous to the environment with mold amplification occurring when
building materials are impacted by moisture. Client further acknowledges that
site conditions are outside of PSI's control, and that mold amplification will likely
occur, or continue to occur, in the presence of moisture. As such, PSI cannot
and shall not be held responsible for the occurrence or recurrence of mold
amplification.

No other warranties are implied or expressed.



REPORT OF BULK SAMPLE ANALYSIS FOR ASBESTOS

TESTED FOR: PSl,lnc
Three Burwood Lane
San Antonio, TX 78216
Attn: John Langan

Date Received:911312012 Date Completed: 911712912 Date Reported: 9i1712012

Project lD: 04351198
VA Hospital

Analyst: SB Work Order: 1299249 Page: 1 oÍ 4

Client ID L¡rb ID
(Layer)

Sample Description
(Color, Texfure, Etc.)
Anølysl's Cotnmenl

Asbestos
Content

(Percent and Type)

Non-asbestos
Fibers

(Percent and T¡pe)

N-01

N-02

N-03

N-04

N-05

N-0ô

N-07

N-08

N-09

N-10

001A

002A

0034

0044

0054

0064

0074

0084

0094

0104

(1) Gray, Not Provided, Homogeneous

(1) Gray, Not Provided, Homogeneous

(1) Gray, Not Provided, Homogeneous

(1) Beige, Not Provided, Homogeneous

(1) Beige, Not Provided,

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS ÐETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

(1) Beige,

(1) Yellow,

(1). Yellow,

(1) Yellow,

(1) Beige,

Not Provided,

Not Provided,

Not Provided,

Not Provided,

Not Provided,

Homogeneous

Homogeneous

Homogeneous

Homogeneous

Homogeneous

Homogeneous

5Ao/ø Fibrous Glass

50îlo Fibrous Glass

19o/o Fibrous Glass

15o1o F¡brous Glass

15o/o Cellulose F¡ber

3o/o Cellulose Fiber

5o/o Fibrous Glass

15olo Fibrous Glass

None Reported

None Reported

None Reported

3o/s Cellulose Fiber

3QVo Fibrous Glass

3o/o Cellulose Fiber

3Ûo/o Fibrous Glass

N-11 0114 (1) Beige, Not Provided, Homogeneous
NO ASBESTOS DETECTED

Quantitation is based on a visual est¡mat¡on of the relative area of bulk sample components, unless otherwise noted in the "Comments" section of th¡s r€port. The
resultsarevalídonlyfortheítemiested. ThisreportmaynotbeusedtoclaimproductendorsementbyNVLAPorânyâgencyof theU.S.Government. Methodused:
E.P.A.MethodfortheDeterminationofAsbestosinBulkBuildingMaterials(EPA/600/R-93i116Ju|y1993). PolarizedLightMicroscopyisnotconsistentlyrelíablein
detecting asbestos in floor coverings and similar non-friable organically bound materiåls. Quantitative Transmission Electron Microscopy is currently the only method
that can be used to deiermine il the material can be considered or treated as non-asbestos containing. Samples will bè disposed of within 30 days unless notified in
writing by the client. No part of this report may reproduced, except in full, without written permission of the lâboratory. The reporting limit is 17o by weight. NVLAP Lab
Code'101350-0.

Respectfully submitted,
PSl, lnc.

nsurrrrrr\H "É"" -t*r-*
Approved Signatory
Maureen Sammons

Professional Service lndustries, lnc. 850 Poplar Street, Pittsburgh, PA 15220 Phone 4121922-4A10 Fax 4121922-7289



Analyst: SB Work Order: 1209249 Page:2of4
Client ID Lab ID

(Layer)
Sample Description

(Color', Texture, Etc,)
,4nalystts Comnent

Asbestos
Content

(Pelcent antl T¡pe)

Non-asbestos
Fibers

(Percent and Type)

N-12

N-13

N-'14

(1)0134

(1)0144

0124 (1) Beige, NotProvided, Homogeneous

Off-White, Not Provided,
Homogeneous

Off-White, Not Provided,
Homogeneous

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

3o/o Chrysotile

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTEÐ

NO ASBESTOS DETECTED

NO ASBESTOS DETECTEB

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS ÐETECTED

3o/o Cellulose Fiber

30o/o Fibrous Glass

3Yo Fibrous Glass

5o/o Wollastonite

3o/o Fibrous Glass

None Reported

None Reporied

None Reported

3s/o Fibrous Glass

60/o Cellulose Fiber

3o/o Cellulose Fiber

3o/o Cellulose Fiber

307o Cellulose Fiber

30% Fibrous Glass

3Ùo/o Cellulose Fiber

30o/o Fibrous Glass

30o/o Cellulose Fiber

3Ùo/o Fibrous Glass

30/ø Fibrous Glass

Tolo Cellulose F¡ber

None Reported

N-15

N-16

N-'17

N-18

N-19

N-20

N-21

N,22

N-23

0154

0164

o17A

0184

0194

020A

0214

0224

o23A

a24A

Sample Not Testetl

(l) Beige, Not Provided,

(1) Beige, Not Provided,

(1) Beige, Not Provided,

(1) White, Not Provided,

Homogeneous

Homogeneous

Homogeneous

Homogeneous

N-24

(1) White, Not Provided, Homogeneous

(1) White, Not Provided, Homogeneous

(1) White, Ceiling Tile, Homogeneous

(1) White, Ceiling Tile, Homogeneous

(1) White, Ceiling Tile, Homogeneous

N-25 0254 (1) Beige, Sheetrock, Homogeneous

(2) White, Joint Compound,
Homogeneous

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

Quantitat¡on is based on a visual estimation of the relative area of bulk sample components, unless otherwise noied in the "Comments' section of this report. The
results are valid only for the item tested. This report may not be used to claim product endorsement by NVLAP or any agency of the U.S. Government. Method used:
E.P.A.MethodfortheDeterminationofAsbestosinBulkBuildingMaterials(EPA/600/R-93/1 16July1993). PolarizedLightMicroscopyisnotconsistentlyreliablein
detecting asbestos in floor coverings and similar non-friable organically bound materials. Quantitative Transmission Electron Microscopy is currently the only method
that can be used to determ¡ne if the material can be considered or treated as non-asbestos containing. Sãmples will be disposed of within 30 days unless notified in
wr¡ting by thè client. No part of th¡s report may reproduced, except ¡n full, without wr¡tten permission of the laboratory. The reporting limit is 17o by weíght. NVLAP Lab
Code 101350-0.

Respectfully submitted,
PSl, lnc.

rI$urñr,rr H, 4o,--rorro
Approved S¡gnatory

Maureen Sammons

Professional Service lnduslries, lnc. 850 Poplar Street, Pittsburgh, PA 15220 Phone 41219224010 Fax 414922-7289



Analyst: SB Work Order: 1209249 Page: 3 of 4

Client lD Lab ID
{Layer)

Sample Description
(Color', Texture, Etc.)
Analysl's Cotnnenl

Âsbestos
Content

(Percent and Tlpe)

Non-asbestos
Fibers

(Percent and Type)

N-26 0264 (1) Beige, Sheetrock, Homogeneous
NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECÏED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

< 1o/o Ghrysotile

2%

4o/o

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

Chrysotile

Chrysotile

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

3o/o Fibrous Glass

7o/o Cellulose Fiber

None Reported

3o/o Fibrous Glass

7o/o Cellulose Fiber

None Reported

NIone Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

None Repofied

None Reported

None Reported

None Reported

None Reported

None Reported

None Reported

(2)

(1)

White, Joint Compound,
Homogeneous

White, Sheetrock, Homogeneous

(2) White, Joint Compound,
Homogeneous

(1) Beige, Covebase, Homogeneous
(2) Yellow, Mastic, Homogeneous

(1) Beige, Covebase, Homogeneous
(2) Yellow, Mastic, Homogeneous

(1) Beige, Covebase, Homogeneous
(2) Yellow, Mastic, Homogeneous

('l) Gray, FloorTile, Homogeneous
(2) Yellow, Mastic, Homogeneous

lncludes A Very Small Amount Of Black Mastic

(1) Gray, FloorTile, Homogeneous
(2) Yellow, Mastic, Homogeneous

(1) Gray, FloorTile, Homogeneous
(2) Yellow, Mastic, Homogeneous

(1) Gray, FloorTile, Homogeneous
(2) Black, Mastic, Homogeneous

Sarnple Not Tested

Sarnple Not Tested

(1) Black, Covebase, Homogeneous
(2) Yellow, Mastic, Homogeneous
(3) Brown, Mastic, Homogeneous

(1) Black, Covebase, Homogeneous
(2) Yellow, Mastic, Homogeneous

N-28

N-29

N-30

N-31

N-32

N-33

N-34

N-35

N-36

N-37

0274

0284

0294

0304

031A

0324

0334

0344

0354

0364

037A

038AN-38

Quantitat¡on is based on a visual est¡mation of the relative area of bulk sample components, unless otherw¡se noted in the "Comments. section of this repôrt. The
results âre vâlid only for the ¡tem tested. This report may not be used to claim product endorsement by NVLAP or any agency of the U.S. Government. Method used:
E.P.A.MethodfortheDeterminationofAsbestosìnBulkBuildingMaterials(EPA/600/R-93/l16July1993). PolarizedLightMicroscopy¡snotcon8istèntlyreliablein
detecting asbestos in floor coverings and similar non-friable organically bound materials. Quantitative Transmission Electron Microscopy ¡s currently the only method
that can be used to determine if the material can be considered or treated as non-asbestos containing. Samples will be disposed of within 30 days unless notified in
wrìting by the client. No part of this report mây reproduced, except in full, without wr¡tten permission of the lâboratory. The reporting limit is I 7o by weight. NVLAP Lab
Code 101350-0.

Respectfully submitted,
PSl, lnc.

f'ruur,rr¡r.r H . ¡o,--rrrno
Approved Signatory
Maureen Sammons

Professional Service lndustries, lnc. 850 Poplar Street, Pittsburgh, PA 15220 Phone 4121922-4010 Fax 41A922-7289



Analyst: SB Work Order: l249249 Page: 4 of 4

Client II) Lab ID
(Layer)

Sample Description
(CoIor, Texture, Etc.)

Analysl's Comnrcnt

,A.sbestos

Content
(Percent and TJpe)

Non-asbestos
Fitrers

(Percent and Type)

N-39

N40

0394

0404

041A

0424 (1)

(1) Black, Covebase, Homogeneous

{2) Yellow, Mastic, Homogeneous

(1) Beige, Sheetrock, Homogeneous

White, Joint Compound,
Homogeneous

Beige, Sheetrock, Homogeneous

White, Joint Compound,
Homogeneous

Beige, Sheetrock, Homogeneous

(2) White, Joint Compound,
Homogeneous

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

NO ASBESTOS DETECTED

< 1o/o Chrysotile

NO ASBESTOS DETECTED

< 1o/o Chrysotile

NO ASEESTOS DETECTED

< 1o/o Chrysotile

None Reported

None Reported

3o/a Fibrous Glass

7s/o Cellulose Fiber

None Reported

3o/o Fibrous Glass

7o/o Cellulose Fiber

None Reported

3o/o Fibrous Glass

7o/o Cellulose Fiber

None Reported

(2)

(1)

(2)

Report Notes: (PT) Point Count Results

Quantitation is based on a visual est¡mation of the relative area of bulk sample components, unless otherw¡se noted in the "Comments" section of this report. The
resultsarevalidonlyfortheitemtested. ThisreportmaynotbeusedtoclaimproductendorsementbyNVLAPoranyagencyof theU.S.Government. Methodused:
E.P.A. Method for the Determ¡nat¡on of Asbestos ìn Bulk Building Materials (EPA / 600/R-931116 July 1993). Polarized Light Microscopy is not consistently reliable in
detecting asbestos in floor coverings ând similãr non-friable organically bound materials. Quantiiative Transmission Electron Microscopy is currently the only method
that can be used to determine if the material can be considered or treâted as non-asbestos containìng. Samples will be disposed of within 30 days unless notified in
writing by the client. No part of this report may reproduced, except ¡n full, without written permission of the laboratory. The reporting limit is 17o by weight. NVLAP Lab
Code 101350-0.

Respectfully submitted,
PSl, lnc.

flsurrrrrrr !¡, ¡a*-,*rr*
Approved Signatory
Maureen Sammons

Professional Service lndustries, lnc. 850 Poplar Street, Pittsburgh, PA 15220 Phone 4121922-4010 Fax 414922-7289



CHAIN OF CUSTODY BECORD

ADÐITIONAL HEMARKS
*EMAIL ADDRESS -.* SAMPLER'S SIGNATURE
PSr a.890"10 {7}

LABORATOFIY SUBMITTED TO:

ó-S5lPoplar Street
Pittsburgh, PA 15220
412|922-4AAA
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TEXAS DEPARTMENT OF STATE HEALTH SERVICES
Be it Imown that

PROFESSIONA.L SERYTCE INDUSTRIES INC

is licensed to perform as a

Mold Änalysis Laborâtory

ín the State of Tacøs and ís hereby gaverned fu the ríghts, privíleges, and responsìbilities setþrth in Title 25, Texas Administratíve

Code, Chapter 295, rel.ating to Texas Mold Assessment and Remediation Rules, as long as thís lícense is not suspended ar revoked.

David Lakey, M.D.
Commissioner of Health

License Number: LAB0 145

Expiration Date: I I L4l28I4

Conkol Number; 6442

{Void After Expiration Date)

VOIÐ IFALTEREÐ NON-TRANSFERABLE


